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HERU 160 T EC

Description

  The energy recovery unit HERU®160 T EC is designed for supply and exhaust air ventilation combined with heat and cool

recovery. 

HERU®160 T EC can be used in homes, offices, apartments etc. where there is a need for:
 -high temperature efficiency
 -energy saving
 -low sound levels
 -safe operation 

HERU®160 T EC:
- has a rotating heat exchanger, of non-hygroscopic type and is manufactured of aluminium, placed centrally in the unit.
The heat exchanger has a temperature efficiency of up to 86%.
- has backwardcurved centrifugal fans with maintenance free EC external rotor motors, which are easy to remove for
cleaning.
- has built-in control for heating/cooling.
- can be fitted with a built-in electric heater 1700 W or 850 W.
- has as standard, disposable rigid filter F7.
- has a wireless remote controller for the operation and monitoring of the unit.
- has a double skinned galvanised sheet steel casing with insulation.
- is supplied for right or left handing application, and with or without connection to Östberg HERU®T cooker hood.

The HERU®160 T EC is mounted in a warm space as e.g. the utility room.
The HERU®160 T EC is delivered in white as standard.
HERU®160 T EC is operated via a wireless remote controller which can operate and to preset the required parameters as
well as monitor the unit’s status. The operating range is approximately 50 meters. The antenna which is placed next to the
unit can have the range reduced if there are heavy reinforcing bars in the concrete structure and it should then be moved
either to a position where the signal is not shielded or nearer to the controller.
The HERU®160 T EC unit is equipped with a wall plug.

Technical data

Parameter Value Unit

Voltage 230 V

Frequency 50 Hz

Phase 1 ~

Sound pressure level at 3 m 48 dB(A)

Enclosure class, motor 41 IP

Input power, fans 321

Input power, heater A: 1700 / B: 850 / C: -

Input power, total A: 2050/ B:1200/ C: 348

Current, fan 2,53

Current, total A: 10,00 / B: 6,30 / C: 2,63

Current, heater A: 7,4 / B: 3,7 / C: -

Insulation class, motor F

Duct connection, Ø O 160 mm

Weight, kg A: 91 / B: 91 / C: 90
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Diagrams

      User point

Work point

Airflow [l/s]
0,023

Static pressure [Pa]
89,3

Power [W]
12,3

Current [A]
0,156

Speed [r.p.m.]
1039

Efficiency [%]
-

SFP [kW/m3/s]
25

Voltage [V]
4
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Sound

      User point

Work point

Airflow [l/s]
0,023

Static pressure [Pa]
89,3

Total pressure [Pa]
89,3

Power [W]
12,3

Current [A]
0,156

Speed [r.p.m.]
1039

Efficiency [%]
-

SFP [kW/m3/s]
25

Voltage [V]
4

   
Distance: 3
Sound propagation:  Hemispherical
Equivalent absorption area: 20

Tot 63 125 250 500 1k 2k 4k 8k

Inlet Lw
dB(A) 

41 34 34 29 36 31 23 21 21

Outlet Lw
dB(A) 

50 45 46 42 39 28 25 17 18

Surrounding
Lw dB(A) 

39 25 31 36 25 26 23 27 29

Surrounding
Lp dB(A) 

32 19 25 30 18 20 17 20 22

 

Dimensions
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Wiring diagram
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Electric accessory

   

Cooling coil Heating Coil Room sensor
RH

Rooms sensor
CO2

Room sensor Pressure Sensor
Kit

   

   

Accessory

   

Cooker Hood
Filterkit HERU T HERU 115 T/130

T EC/140 T
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